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GRASS VALLEY STREET

EX. CB

RIM: 2418.50

N: 2416.50

S: 2415.75

NEW CB

RIM: 2418±

N: 2416.50

S: 2416.50

KNOWN UTILITIES

LINES GENERALLY FOLLOW TRACKS.

LOCATIONS SHOWN ARE APPROX.

1 HIGH PRESSURE KINDER MORGAN

FUEL DISTRIBUTION MAIN.  POTHOLING BY

HAND DIG MAY BE REQUIRED.

3 OR MORE FIBEROPTIC LINES
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NOTE:

1. HORIZONTAL COORDINANTS ARE PROVIDED FOR

REFERENCE AND ASSISTANCE WHEN DETERMINING

APPROXIMATE LOCATION OF SIDEWALK, CURB, AND

GUTTER.

2. FINAL LOCATIONS SHALL BE REVIEWED AND APPROVED IN

FIELD BY ENGINEER.
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        CONSTRUCTION NOTES:
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        CONSTRUCTION NOTES (ADD ALT):

1. STAMPED COLORED ASPHALT.  "OFFSET BRICK"

PATTERN COLORED "BRICK RED".
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       CONSTRUCTION NOTES:

1. GRIND EXISTING PAVEMENT AND PAVE 1/2" TYPE A

PG 64-16 HMAC (0.25' DEPTH)

2.  PAVE 

1

4

" ABOVE EXISTING MANHOLE COVER,

ADJUST AS NECESSARY.

3. PAVE 

1

2

" ABOVE EXISTING WATER VALVE, ADJUST

AS NECESSARY..
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GENERAL NOTES:

1. PROOF ROLL PRIOR TO PAVING.  ALLOW

TIME FOR POTENTIAL  BASE REPAIR
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    CONSTRUCTION NOTES:

1. PLACE STOP LEGEND (T)

2. PLACE TYPE IV (R) ARROW  (T)

3. PLACE ONLY LEGEND (T)

4. PLACE BIKE LANE LEGEND (T)

5. PLACE RAILROAD CROSSING LEGEND (T)

6. PLACE STOP BAR 2' X WIDTH OF LANE, 8' FROM

GUARD ARM (T)

7. INSTALL SIGN (MUTCD SIGN TYPE BELOW REF.)

8. PLACE 12" CROSS WALK LINES (T)

9. STENCIL "LOOK FOR TRAINS" IN BLACK LETTERING

AND YELLOW BACKGROUND

10. PAINT 4" WHITE PARKING STALLS

11. INSTALL SIGN AND PAINT END OF MEDIAN YELLOW.

SIGN SHALL BE BREAKAWAY TYPE

12. PLACE FIRE HYDRANT REFLECTIVE MARKER

# CALTRANS STANDARD STRIPING DETAIL

XX

' NUMBER AND LENGTH OF STRIPE
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W10-1

W10-9

D11-1

W10-1

W10-9

D11-1

M4-6

D11-1

M4-6

D11-1

21

125'
21

78''

    GENERAL NOTES:

1. CONCRETE RAILROAD CROSSING PADS

NOT TO BE STRIPED.

2. T=THERMOSTRIP

27B

144'

27B

130'

27B

478'

27B

269'

27C

71'

27B

85'

38A

85'

R15-8

R15-8
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MONOLITHIC CURB, GUTTER & SIDEWALK

NTS

A

VAR

MEDIAN CURB

NTS

B

VAR

COMMERCIAL DRIVEWAY

NTS

C

VAR

NOTE:

1. IF DIG-OUT IS ADJACENT TO THE LIP OF GUTTER, INSTALL 2" TYPE A AC,0.25' BELOW THE

LIP OF GUTTER TO ACCOMMODATE FINAL 0.25' AC OVERLAY.

2. EXISTING AC SHALL BE SAW CUT AS SHOWN ON PLANS TO A NEAT, STRAIGHT LINE AND

REMOVED. THE EXPOSED EDGE SHALL BE SEALED WITH EMULSION PRIOR TO PAVING.

THE EXPOSED BASE MATERIAL SHALL BE GRADED, RE-COMPUTED, AND RESEALED PRIOR

TO PAVING.

2" AC TYPE A, OVER 8" AB

CLASS 2 (3/4" MAX.)

95% RELATIVE COMPACTION

EX. PAVEMENT

SURFACE

FINISH GRADE

AC OVERLAY

SAW CUT EX PVMT TO A

NEAT STRAIGHT LINE,

PERPENDICULAR OR

PARALLEL TO THE STREET

CENTERLINE, AS MARKED

BY THE ENGINEER.

ADDITIONAL DIG-OUT AS

REQUIRED PER ENGINEER

TO REMOVE UNSUITABLE

MATERIAL & REPLACE

MATERIAL WITH CLASS 2

AGGREGATE BASE, SEE

NOTE 2.

STREET DIG-OUT CROSS SECTION

NTS

D

VAR

OM2-1V

    x2

OM2-1V
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